
TECHNICAL SPECIFICATIONS 
LEON M. GOLDSTEIN PERFORMING ARTS CENTER 

Stage Specifications: 
Proscenium Opening: 50’ x 30’ 

Grid Height: 90’ 

Plaster Line to upstage wall: 50’ 

Plaster Line to edge of apron: Pit down: 4’ 
Pit Up: 18’ 

Wing space: S.L. 8’ 
S.R. 12’ 

Crossover: Behind Upstage wall in dressing 
Room hallway. 

Floor: Battleship linoleum (Black) 

Access from stage to house: NO direct access from stage 

Loading dock: Rear of scene shop, on same level as stage. 
Loading dock door: 14’ x 14’, Stage door 14’ x 18’ 

Dressing Rooms: 2 large 12 person rooms with 
mirrors and make-up lights, 
showers, and rest rooms. Located 



House Capacity: Pit up: 642 
Pit down (extra seating) 708 

Fly System: Single purchase counterweight system 

Linesets: 44 (5-electrics, 3 bandshell, 1 House Curtain, 1-house teaser) 

Length of battens: 60’ 

House Curtain color: Blue, guillotine only 



Sound System: 
House system located in booth above rear of house. 
Companies with own system can set up in rear of house (appx. 75’ to stage) 

ITEM MAKE QUANTITY 

Console 32x8 YAMAHA IM8-32 1 
Power Amps MACKIE 1200 Watt 2 

Crown PSA-2   2 
Crown XLS 402  5 

Speakers EV ELX-115P Tops 2 
EV ELX-118P Subs 2 

Monitors EV SX 300 side fills 2 
YAMAHA 2 way 12” w/horn 8 

CD DENON w/ pitch adjustment 1 
Microphones Please call with requirements. 

In stock: SM-58, SM-57, CROWN PCC 
DI boxes In stock: Countryman, ProCo, Behringer 

Intercom system: CLEARCOM Positions: Lightboard 
Followspots 
Sound 
DSR 
DSL 

Infra-red assisted listening system available. 

Misc. Equipment: GENIE Lift (Max ht 36’) Max load 300 lbs. 
STEINWAY B size grand piano, black 

Supplies:  Lumber and related items, appx. 7 minute drive 

Food and Perishables: 




